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| MODEL BX-372CS

Image Sensor 1/3” Sony Super HAD CCDII (PAL:ICX811AKA/NTSC:ICS810AKA)
| DSP System CXD4140

Effective Pixels PAL:976(H)x582(V) / NTSC:976(H)x494(V)
| Scanning System PAL/INTSC

Horizontal Resolution 700TVL

‘ Min. lllumination

0.03 Lux/F1.0

OSD Menu

Available( 7 languages )

‘ Backlight Compensation BLC/HLC/OFF
Sync. System Internal

‘ S/N Ratio 248db (AGC Off)
White Balance Atw/Push/User/Anti CR/Manual

‘ Gamma Correction 0.45
Gain Control Yes

| Motion Detection ON/Off( 4 Zone )
Privacy Masking On/Off

‘ Mirror(H-REV) Color/B/W/Auto
Sharpness On/Off (Level Adjutable)

| DIN Selection Color/B/W/Auto
ATR On/Off

‘ Noise Reduce 2D-DNR
Picture Adjustment Yes

Main Features:

700 TVL resolution

2D Noise Reduction

OSD Menu

Motion Detection & Privacy Masking
Color Rolling Control
BLC/HLC/AGC

IR Cut Filter

ATR (Adaptive Tone Reproduction)
1/3 Sony CCD

Support DC/VIDEO Auto iris Lens
CS lens mount

‘ Analog Output Composite, BNC (1.0Vp-p.75hm)
Lens CS mount DC/Video Drive Support
| Power DC 12V 150ma
Dimension 125L x 70W x 64H mm
| Net Weight 380g Without Lens
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